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The following sections of Shoreline Municipal Code (SMC) Title 20 are 
amended as follows: 

SMC 20.20.010 A definitions. 

Available 
Capacity 

The number of motor vehicle person trips that can be accommodated by the 
transportation facilities during the p.m. peak period for current and planned 
development based on the Transportation Element of the City' s Comprehensive 
Plan. ·..vhile maintaining the adopted level of service standards. Available capacity 
is calculated as set forth in the table belo\v: 

Step 1 Galeulate the baseline total number of trips on the e*isting wide 
network of transportation faeilities during the p.m. peak period using 
the most reeent traffie eounts. 

Step 2 Identify e*isting defieieneies of transportation faeilities eompared 
to the le\1el of ser\1iee standards set ferth in SMG 20.60.140(A). 

Step 3 Identify eapital improvements that will eliminate e*isting defieieneies 
identified in Step 2. 

Step 4 }· .. dd the improvements from Step 3 to the e*isting network to ereate 
the eurrent non defieient 

Step§ Add future de\1elopment to the eurrent land use. 

Step 6 any future defieieneies of the eurrent non defieient of 
transportation faeilities eompared to the level of serviee standards set 
ferth in SMG 20.60.140(A). 

Step 7 Identify eapital improvements that will eliminate future defieieneies 
identified in Step 6. 

Step 8 Add the impro\1ements from Step 7 to ereate the impro:'ied 

Step 9 Galeulate the total number of future trips on the impro\1ed network of 
transportation faeilities during the p.m. period the eombined 
total of eurrent and planned de\1elopment. 

Step Galeulate the a\1ailable by subtraeting the baseline trips as 
1-0 ealeulated in Step 1 from the future trips as ealeulated in Step 9. 

Step Reeord the a\1ailable as the beginning balanee in the 
11 eoneurreney trip eapaeity balanee sheet eondueted by the 

pursuant to Step 10. 

SMC 20.20.014 C definitions. 

Concurrency The level of service standard \Vill be achieved and maintained for new 
development by The provision of adequate transportation public 
facilities that are in place or will be completed no later than six years 
after occupancy of development. 
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Concurrency Test: 
Transportation 

Concurrency Trip 
Capacity Balance 
Sheet 
- Transportation 

A comparison of the number of motor vehicle person trips that will be 
generated during the p.m . peak period by development to the available 
capacity of transportation facilities . 

The document created and maintained by the City to record the 
available capacity, reservations of capacity, and the balance of the 
available capacity that has been adjusted to reflect reserved person 
trips. 

SMC 20.20.020 F definitions. 
Frontage Zone The area adjacent to the property line where transitions between the public 

sidewalk and the space within buildings occur. 

SMC 20.20.032 L definitions. 
Level of Service 

Level of Service 
Standard -
Transportation 

The established minimum capacity of public facilities or services that must 
be provided per unit of demand or other appropriate measure of need. 

The levels of service set forth in SMC 20.60.140fAj. For the purpose of 
determining capacity for concurrency, the level of service standards shall 
be compared to the actual levels of service at the p.m. peak period. 

SMC 20.30.355 Development agreement (Type L). 

C. Decision Criteria. A development agreement may be granted by the City only if the applicant 
demonstrates that: 

1. The project is consistent with goals and policies of the Comprehensive Plan. If the project is 
located within a subarea plan, then the project shall be consistent with the goals and policies of 
the subarea plan. 

2. The proposed development uses innovative, aesthetic, energy-efficient and environmentally 
sustainable architecture and site design. 

3. There is either sufficient capacity and infrastructure (e.g., roads, sidewalks, bike lanes) to 
that meet-pass a concurrency test consistent with the City's concurrency tool adopted level of 
service standards (as confirmed by the performance of a transportation impact analysis) in-the 
transportation system (motorized and nonmotorized) to safely support the development proposed 
in all future phases or there will be adequate capacity and infrastructure by the time each phase 
of development is completed. If capacity or infrastructure must be increased to support the 
proposed development agreement, then the applicant must identify a phm for fon<linp; their 
proportionate share of the improvements. 

4. There is either sufficient capacity wilhin public services such as water, sewer and 
stormwater to adequately serve the development proposal in all future phases, or there will be 
adequate capacity available by the time each phase of development is completed. If capacity 
must be increased to support the proposed development agreement, then the applicant must 
identify a plan for funding their proportionate share of the improvements. 
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5. The development agreement proposal contains architectural design (including but not 
limited to building setbacks, insets, facade breaks, roofline variations) and site design standards, 
landscaping, provisions for open space and/or recreation areas, retention of significant trees, 
parking/traffic management and multimodal transportation improvements and other features that 
minimize conflicts and create transitions between the proposal site and property zoned R-4, R-6, 
R-8 or MUR-35'. 

6. The project is consistent with the standards of the critical areas regulations, Chapter 20.80 
SMC, Critical Areas, or Shoreline Master Program, SMC Title 20, Division II, and applicable 
permits/approvals are obtained. 

SMC 20.60.140 Adequate streets. 

The purpose of this chapter is to implement the multimodal concurrency and level of service 
provisions of the Transportation Element of the City's Comprehensive Plan in accordance with 
RCW 36.70A.070(6)(b) so that transportation facilities are adequate and that they are available 
or provided concurrent with development. set forth specific standards providing for the City's 
compliance with the concurrency requirements of the State Gro'.vth Management A.ct (GMAc), 
Chapter 36.70A RC\¥. The GMA. requires that adequate transportation capacity is provided 
concurrently vlith development to handle the increased traffic projected to result from grovlth 
and development in the City. The purpose of this chapter is to ensure that the City's 
transportation system shall be adequate to serve the future development at the time the 
development is available for occupancy \vithout decreasing current service levels belo'.v 
established minimum standards. 

A. Level of Service. The level of service standard§ that the City has selected serve as the basis 
for measuring adequate transportation conditions and guided the identification of projects in the 
Transportation Element, which underlies the City's concurrency measurement. concurrency is as 
follovls: 

1. LOS D at signalized intersections on arterial streets and at unsignalized intersecting 
arterials; and 

2. A volume to capacity (V/C) ratio of 0.90 or lo'.ver for principal and minor arterials. 

The V/C ratio on one leg of an intersection may exceed 0.90 when the intersection operates at 
LOS D or better. 

These level of service standards apply throughout the City unless an alternative level of 
service for a particular street or streets has been adopted in the Comprehensive Plan 
Transportation Element. 

3. Pedestrian and bicycle LOS ·.vithin the Station Subareas shall be LOS D or better. 

Pedestrian level of service (LOS) shall be evaluated for each direction along all arterial streets 
\vithin a quarter mile radius of the light rail station. Pedestrian LOS for side·.valks shall be 
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evaluated using Steps 6 and 7 from the High\vay Capacity Manual (HCM) 2010, Chapter 17. In 
the absence of side',valks, pedestrian LOS shall be determined using Exhibit 17 4 from the HCM. 
Each link vlithin the quarter mile radius shall be evaluated. For questions regarding link 
boundaries, contact the City Traffic Engineer. 

1. Streets. The following level of service standards apply throughout the City unless an 
alternative level of service for a particular street(s) has been adopted in the 
Transportation Element of the City's Comprehensive Plan: 

a. LOSE at intersecting arterials within King County [candidate] Countywide 
Centers and Highways of Statewide Significance and Regionally Significant 
State Highways {1-5, Aurora Avenue N, and Ballinger Way); 

b . LOS D at all other intersections intersecting arterials; and 
c. A volume to capacity (V/C) ra liu of 1.1 or low~r within King County [candidate] 

Countywide Centers and Highways of Statewide Significance and Regionally 
Significant State Highways {1-5, Aurora Avenue N, and Ballinger Way); and 

d. A volume to capacity (V /C) ratio of 0.90 or lower for all other principal and 
minor arterials. 

1. Sidev1alks. The following LOS standards apply throughout the City unless the City 
Engineer has determined construction is impractical or a deviation has been granted 
pursuant to SMC 20.30.290: 

Pedestrian LOS Standards for Principal, Minor, and Collector Arterials 
I 1

1 

Non Single Family ·-] 
! 1 Residential Land U StjS I 
I Single Family Residential I in all ;oiening distriets; i 

Component I Land Use in Zoning Districts 
1 

Single Family 

1

1 

I 
! R 4 to R 18 I Residential Land Uses 
I in Zoning Districts R j l ... L ___ i 18andabo¥e I 

~~--J--------~-_____ j_ __ 8fo~--~ 
1Minimum Amenity Zone/Buffer ij' ! 

=(not ineluding frontage _j_ __ ~ --~ 5 ~ J 
~2. Sidewalks and Trails. Establish a connected and complete pedestrian network by 

constructing the sidewalks and trails outlined in the City's current Sidewalk Prioritization 
Plan. 

4.-3. Bicycles. Provide bicycle connections to major destinations, transit stops and stations; 
and residential, commercial/retail centers, and employment centers following the Bicycle 
Plan in the Transportation Element. 

4. The design and implementation of sidewalks and bicycle facilities shall be consistent 
with standards set forth in the Engineering Development Manual, adopted pursuant to 
SMC 12.10.015, and applicable federal accessibility requirements. 
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B. Development Proposal Requirements. All new proposals for development that would 
generate 20 or more new trips during the p.m. peak hour must submit a transportation impact 
analysis prepared by the applicant in accordance with the standards established in the City's 
Engineering Development Manual at the time of application. The estimate of the number of trips 
for a development shall be consistent with the most recent edition of the Trip Generation 
Manual, published by the Institute of Traffic Engineers. 

1. The traffic impact analysis shall include, at a minimum, an analysis of the following: 

a. An analysis of origin/destination trip distribution proposed; 

b. The identification of any intersection that would receive the addition of 20 or 
more trips during the p.m. peak hour; and 

c. An analysis demonstrating how impacted intersections could accommodate 
the additional trips and maintain the LOS standard. 

2. If the traffic impact analysis identifies one or more intersections at which the adopted 
LOS standards are exceeded, the applicant shall mitigate the impacts in order to achieve and 
maintain the adopted LOS standard. 

C. Concurrency Requirement. The City shall not issue a building permit until: 

1. A concurrency test has been conducted and passed; or 

2. The building permit has been determined to be one of the following that are exempt 
from the concurrency test: 

a. Alteration or replacement of an existing residential structure that does not 
create an additional dwelling unit or change the type of dwelling unit. 

b. Alteration or replacement of an existing nonresidential structure that does not 
expand the usable space or change the existing land use as defined in the land use 
categories as set forth in the impact fee analysis land use tables. 

c. Miscellaneous improvements that do not generate increased need for public 
facilities, including, but not limited to, fences, walls, residential swimming pools, and 
signs. 

d. Demolition or moving of a structure. 

e. Any building permit for development that creates no additional impacts, 
insignificant and/or temporary additional impacts on any transportation facility, 
including, but not limited to: 

i. Home occupations that do not generate any additional demand for 
transportation facilities; 

ii. Special events permits; 
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ni. Temporary structures not exceeding a total of 30 days. 

f. Any building permit issued to development that is vested to receive a building permit 
pursuant to RCW 19.27.095. 

D. Calculation of Available Capacity. 

Available capacity for transportation facilities shall be calculated as follows: 

Ste 1 

Ste 

Ste 

Ste 

I*E. Available Capacity for Concurrency. 

1. The City shall determine the available capacity for concurrency as of the effective date 
of the ordinance codified in this section and record it in the concurrency trip capacity 
balance sheet. 

2. The City shall update the available capacity in the concurrency trip capacity balance 
sheet - transportation within 12 months of any of the events listed below: 

a. Update or amendment of the City's transportation element as it relates to 
concurrency management. 

b. Total traffic volume increases by 30 percent compared to traffic volume at the 
time the concurrency trip capacity balance sheet was created, or \Vas updated \vith 
new data from the traffic model. 

c. More than 50 percent of the available capacity in the most recent calculation of 
available capacity has been reserved as a result of concurrency tests conducted by the 
Gity Projects are added or subtracted from the six-year Transportation Improvement 
Program adopted pursuant to RCW 35.77.010. 

3. If none of the events listed in subsection (D)(2) of this section occurs within seven 
years of the most recent calculation of the available capacity, the City will update the 
available capacity recorded in the concurrency trip capacity balance sheet. 

4. Each update of available capacity in the concurrency trip capacity balance sheet shall 
carry forward the reservations of capacity for any building permits for development that 
has not been completed prior to the update of available capacity. 
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5. In order to monitor the cumulative effect of exemptions from the concurrency test on 
the available capacity, the City shall adjust the available capacity in the concurrency trip 
capacity balance sheet to record the number of p.m. peak hour person trips generated by 
exempt building permits in the same manner as though a concurrency test had been 
performed for the exempt building permits. 

KF. Concurrency Test. 

1. Each applicant for a building permit that is not exempt from the concurrency test as 
provided in subsection (C)(2) of this section shall submit the type of development to be 
constructed pursuant to the building permit, the number of square feet of each type of 
development, and the number of dwelling units. 

2. The City shall perform a concurrency test for each application for a building permit 
that is not exempt from the concurrency test. 

~ 2. The concurrency test is passed if the number of trips from an applicant's proposed 
development is equal to or less than available capacity in the concurrency trip capacity 
balance sheet that has been adjusted to subtract reserved trips. If the concurrency test is 
passed the City shall record the concurrency test results in the concurrency trip capacity 
balance sheet in order to reduce the available capacity by the number of trips that will be 
generated by the applicant's development. The reservation of capacity shall be valid for the 
same time as the building permit for which it was reserved. 

4.- ~ The concurrency test is not passed if the number of trips from an applicant's 
proposed development is greater than available capacity after it has been adjusted to 
subtract reserved trips. If the concurrency test is not passed, the applicant may select one of 
the following options: 

a. Amend the application to reduce the number of trips generated by the proposed 
development; or 

b. Provide system improvements or strategies that increase the City-wide available 
capacity by enough trips so that the application will pass the concurrency test; or 

c. Appeal the denial of the application for a concurrency test, pursuant to the 
provisions of subsection H of this section. 

5. The City shall conduct concurrency tests for multiple applications impacting the same 
portions of the transportation netvmrk/intersection chronologically in accord 'vvith the date 
each application ·.vas deemed complete pursuant to SMC 20.30.110. 

&.- 4. A concurrency test, and any results, shall be administrative actions of the City that 
are categorically exempt from the State Environmental Policy Act. 
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~G. Reservation of Availability Capacity Results of Concurrency Test. 

1. Upon passage of a concurrency test, the City shall reserve capacity on behalf of the 
applicant in the concurrency trip capacity balance sheet. 

2. A reservation of available capacity shall be valid for the same period as the approved 
building pennit for which it was made, and may be extended according to the same terms 
and conditions as the underlying building permit. 

3. A reservation of available capacity is valid only for the uses and intensities authorized 
for the building permit for which it is issued. Any change in use or intensity is subject to an 
additional concurrency test of the incremental increase in impact on transportation 
facilities. 

4. A reservation of available capacity is nontransferable to another parcel of land or 
development proposal. A reservation of available capacity may be transferred to a 
subsequent purchaser of the land for the same uses and intensities. 

5. A reservation of available capacity shall expire if the underlying building permit 
expires, the application or permit is withdrawn by the applicant, the permit is revoked by 
the City, application approval is denied by the City, or the determination of completeness 
expires. 

G.H. Fees . 

1. The City shall charge each applicant for a building permit that is not exempt from this 
section a concurrency test fee in an amount to be established by resolution by the City 
Council. 

2. The City shall charge a processing fee to any individual that requests an informal 
analysis of capacity if the requested analysis requires substantially the same research as a 
concurrency test. The amount of the processing fee shall be the same as the concurrency 
test fee authorized by subsection (G)(l) of this section. 

3. The fees authorized in subsection (G)(l) or (G)(2) of this section shall not be 
refundable, shall not be waived, and shall not be credited against any other fee. 

I+.-1 Appeals. Determinations and decisions by the Director that are appealed by an applicant 
shall follow the procedures of Chapter 20.30 SMC for an Administrative Decision - Type B. 

:hL_ Authority. The Director of Public Works, or his/her designee, shall be responsible for 
implementing and enforcing the concurrency requirements of this chapter. The Director of the 
Department of Public Works is authorized to adopt guidelines for the administration of 
concurrency, which may include the adoption of procedural rules to clarify or implement the 
provisions of this section. 
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