


































































Middle/junior high schools: 

Nursing and personal care facilities: 

Outdoor advertising services: 

Outpatient and veterinary clinic offices: 

·' 
Park/playfield: 

Police facility: 

Public agency archives: 

.! 

Public agency yard: 

Restaurants: 

Retail and mixed trade: 

Self-service storage: 

Specialized instruction schools: 

Theater: 

Vocational schools: 

Warehousing and storage: · 

Wholesale trade uses: 

Winery/brewery: 

1 per classroom, plus 1 per 50 students 

1 per 4 beds 

1 per 300 square feet of office, plus 0.9 per 1,000 

square feet of storage area 

-!Iii 
1 per 300 square feet of office, labs, and examination 

rooms 

(Director) 

(Director) 

.'II : 

0. 9 per 1,000 square feet of storage area, plus '1 per 50 

square feet of waiting/reviewing area 

1 per 300 square feet of offices, plus 0.9 per 1,000 

square feet of indoor storage or repair area 

1 per 75 square feet in dining or lounge area 

1 per 400 square feet 

1 per 3,500 square feet of storage area, plus 2 for any 

resident director's unit 

1 per classroom, plus 1 per 2 students 

1 per 3 fixed seats 

1 per classroom, plus 1 per 5 students 

1 per 300 square feet of office, pl\JS 0.5 per 1,000 

square feet of storage area 

0.9 per 1,000 square feet 

0.9 per 1,000 square feet, plus 1 per 50 square feet of 

tasting area 

. ---
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Exception 20.50.390(A)(1 ): If the formula for determining the number of off-street parking spaces results 

in a fraction, the. number of off-street parking spaces shall be rounded to the nearest whole number, with 

fractions of 0.50:br greater rounding up and fractions below 0.50 rounding down. 

Exception 20.50.390(A)(2): When the City of Shoreline has received a ~hell building permit application, 

off-street parking requirements shall be based on the possible tenant improvements or uses authorized 

by the zone designation and compatible with the limitations of the shell permit. When the range of 

possible uses results in different parking requirements, the Director will establish the arhount of parking 

based on a likely range of uses. 

' i~? 
Exception 20.50.390(A)(3): Where other provisions of this Code stipul~te higher maximum parking or 

reduced minimum parking requirements, those provisions shall apply. ·· 

Exception 20.50.390(A)(4): Minimum parking requirements may be reduced through provisions in SMC 

20.50.400. 

B. Off-street parking ratios expressed as number of spaces per square feet shall be based on the 

usable or net s'quare footage of floor area, exclusive of nonpublic areas. Nonpublic areas include, but are 

not limited to, building maintenance areas, storage areas, closets, or restrooms. 

C. For all nonresidential uses, the maximum amount of allowed parking shall not exceed 50 percent 

over the minimum required number of stalls. Any proposal for parking 'that exceeds 10 percent over the 

minimum required number of stalls must be approved by the Director. 

D. Any amount of surface parking lot tha t Is over the minimum required number of stalls shall be paved 

with permeable pavement. (Ord. 581§1 (Ex h. ll. 2010; Ord. 238 Ch.V § 6(6-1), 2000). 
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20.50.400 Reductions to minimum parking requirements. 
A. Reductions of up to 25 percent may be approved by the Director using a 

combination of the following criteria: 

1. On-street parking along the parcel's street frontS.ge. 
2. Shared parking agreement with adjoining parcels and land uses that do not 

have conflictlng parking demands. · 
3. High-occupancy vehicle (HOV) and hybrid or electric vehicle (EV) parking. 
4. Conduit for future electric vehicle charging spaces, per Nation'al Electrical 

Code, equivalent to the number of required .disabled parking spaces. 
5. High-capacity transit service available within a one-half mile walk shed. 
6. A pedestrian -public access easement that is 8 feet wide, safely lit and 

connects through a parcel between minimally two different rights-of- way. 
This easement may include other pedestrian facilities such as walkways and 
plazas. 

7. Concurrence with King County Right-sized Parking data, censGs tract data, 
and other parking demand study results. 

8. The applicant uses permeable pavement on at least 20% of the area of the 
parking lot. 

B. In the event that the Director approves reductions in the parking requirement, the 
basis for the determination shall be articulated in writing. 

C. The Director may impose performance standards and conditions of approval on a 
.. ~, 

project including a financial .guarantee. 
,, 

D. Reductions of up to 50 percent may be approved by ci'irector for the portion of 
housing providing low-income housing units that are 60% of AMI or less as defined 
by the U.S. Department of Housing and Urban DeVel~pment. 
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20.50.410 Parking design standards. 
A. Alf vehicle parking and storage for single-family detached dwellings and duplexes 
must be in a garage, carport or on an approved impervious surface or pe'rvious concrete 
or pavers. Any surface used for vehicle parking or storage must have direct and 
unobstructed,:driveway access. 

B. All vehicle parking and storage for multifamily and commercial uses must be on a 
paved surface, pervious concrete or pavers. -

< 

C. On property occupied by a single-family detached residence or duplex, the total 
number of vehicles wholly or partially parked or stored out~ide of a building or carport 
shall not exc.~.ed six, excluding a maximum combination of any two boats, recreational 
vehicles, or trailers. This section shall not be interpreted to allow the storage of junk 
vehicles as covered in SMC 20.30.750. 

D. Off-street parking areas shall not be located more th~n 500 feet from the building 
they are required to serve. Where the off-street parking areas do not ab4t the buildings 
they serve, the required maximum distance shall be measured from the nearest building 
entrance th~t the parking area serves: 

1. For all single detached dwellings, the parking ~paces shall be located on the 
·same lot they are required to serve: · 

2. For all other residential dwellings, at least a portion of parking areas shall be 
located within 100 feet from the building(s) they are required to serve; and 

3. For all nonresidential uses permitted in residential zones, the parking 
spaces shall be located on the same lot they are required to serve and at least a 
portion of parking areas shall be located within 150 feet from the nearest 
building entrance they are required to serve; 

4. No more than 50 percent of the required minimum number of parking stalls 
may be compact spa~es . 

. ' 
Exception 20;50.410(0)(1 ): In commercial zones, the Director may allow required 
parking to be supplied in a shared parking facility that is located more than 500 feet 
from the building it is designed to serve if adequate pedestrian access is provided and 
the applicant submits evidence of a long-term, shared parking agreement. 

- r• 
E. The minimum parking space and aisle dimensions for the most common parking 
angles are shown in Table 20.50.41 OE below. For parking angles other than those 
shown In theitable, the minimum parking space and aisle <;iimensions shall be 
determined by the Director. Regardless of the parking angle, one-way aisles shall be at 

... . ....... .... . .. 



least 10 feet wide, and two-way aisles shall be at least 20 feet wide. Parking plans for 
angle parking shall us"e space widths no less than eight feet, six inches for a standard 
parking space design and eigh't feet for a compact car parking space design,_ 

I ' !··· 

Table 20.50.410E - Minimum Parking Stall and Aisle Dimensions 

Aisle Width Unit Depth 

Stall Curb Stall 
(feet) (feet) 

Parking 
Width Length Depth :•t. 

Angle 1-Way 2- 1-Way.2-
(feet) (feet) (feet) 

Way Way 
1! 1 

8.0* 20.0* 8.0 12.0 20.0 ** ** 

0 
Min. 8.5 22.5 8.5 12.0 20.0 29.0 37.0 
Desired 22.5 9.0 12.0 20.0 30.0 38.0 
9.0 

8.0* 16.0* 15.0 10.0 20.0 ** ** 

30· Min. 8.5 17.0 16.5 10.0 20.0 42.0 53.0 
Desired 18.0 17.0 10.0 20.0 44.0 54.0 
9.0 

. . 
8.0* 11.5* 17.0* 12.0 20.0 ** ** 

45 
Min. 8.5 12.0 12.0 20.0 50.0 58.0 
Desired 12.5 12.0 20.0 51.0 59.0 
9.0 

8.0* 9.6* 18.0 18.0 20.0 ** ** 

60 
Min. 8.5 . 10.0 20.0 18.0 20.0 58.0 60.0 
Desired 10.5 21.0 18.0 20.0 60.0 62.0 
9.0 

8.0* 8,0* · 16.0* 23.0 23.0 
** . .,,. 

90 
Min. 8.5 8.5 20.0 23.0 23.0 63.0 63.0 

J, Desired 9.0 20.0 23.0 23.0 63.0 63.0 
9.0 

Notes: 

* For compact stalls only 
" 

** Variable, with compact and standard combinations 
.. 

- '- I •• 

- ' ...._... __ - ·, ...__. __ 
- <. I • • 



'"·\ 

:· 

L ·I• 

ti. 

c 

D D ·:: 

Figure 20.50.410(E)(1): Diagram of corresponding parking dimensions A through 
F 

from Table 20.50.410. 

Exception 20.50.41 O(E)(1 ): The parking space depth may be reduced up to 18 inches 
when vehicles overhang a walkway under the following conditions: 

1. Wheel stops or curbs are installed that provide a maximum 18-inch 
everhang; aAe 

2.· The remaining walkway provides a minimum of 60 inches ofunimpeded 
passageway for pedestrians. 

Exception 20.50.41 O(E)(2): Tandem or end-to-end parking is allowed in residential 
developments. Single-family, duplex and townhouse developments may have tandem 
parking areas for each dwelling unit but shall not combine parking for separate dwelling 
units in tandem parking areas. 

· h •• 
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Figure Exception to 20.50.410(E)(2): Illustration of tandem parking . 
. !'. ~ 

Exception 20.50.41 O(E)(3): Van pool/carpool parking areas shall meet the following 
minimum design, standards; 

1. A minimum vertical clearance of seven feet, three inches shall be provided 
to accommodate van vehicles if designated vanpool/carpool parking spaces are 
located in a parking structure; and 

,, 

2. A minimum turning radius of 26 feet, four inches with a minimum turning 
diameter (curb to curb) of 52 feet, five inches shall be provided from parking 
aisles to.:adjacent carp()Ollvanpool parking spaces. 

F. Asphalt or ccincrete surfaced parking areas shall have parking spaces marked by 
surface paint lines or suitable substitute traffic marking material in accordance with 
Washington State Department of Transportation standards. Wheel stops ar~. required 
where a parked vehicle encroaches on adjacent property, pedestrian acces's' or . 
circulation areas, right-of-way or landscaped areas. Typical approved markings and 
wheel stop locations are illustrated in Figure 20.50.41 O(F). 
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Figure 20.50.410(F): Pavement marking and wheel stop standa~~s. 

Note that parking spaces must meet setbacks from property lines where required 
,,, by the zone. 

G. Any parking spaces abutting a landscaped area on the driver or passenger side of 
the vehicle shall provide an additional 18 inches above the minimum space width 
requirement to provide a place to step other than in the landscaped area. Jn a oarkiog 
garage, any space abutting a wall shall provide an additional 18 inches. The:'additional 
width shall be separated from the adjacent parking space by a parking space division 
stripe. This requirement does not apply to single-family and duplex developments. 

·f 
18" 18' 

~~ -ft 

ti: 

Figure 20.50.410(G): Illustration of buffer between parking and landscaping. 

H. Required parking spaces shall be located outside of any required setbacks, 
provided driveways located in setbacks may be used for parking. · · 

Exception 20.50.41 O(H)(1 ): If parking is located below grade, parking may be located 
within the required setback; provided, that the portion of the parking structure located 
within setback is landscaped or serves as pedestrian access. 
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160,001 to 196,000 square feet 7 

For each additional 36,000 square feet 1 additional 

L. Every building engaged in retail, hotel, office building, restaurant, hospital, 
auditorium, convention hall, exhibition hall, sports arena/stadium, or other similar use 
shall provide loading spaces in accordance with the standards listed in Table 
20.50.410L. "\ 

Table 20.50.41 OL 

GROSS FLOOR AREA REQUIRED NUMBER OF 
.. . LOADING SPACES 

40,000 to 60,000 square feet 1 
."I 

60,001 to 160,000 square feet 2 

160,001 to 264,000 square feet 3 

264,001 to 388,000 square feet • 4 

388·,001 to 520,000 square feet 5 

520,001 to 652,000 square feet 6 
:·--. . 

652,001 to 784,000 square feet 7 

784,001 to 920,000 square feet 8 

For each additional 140,000 square feet 1 additional 

M. Each loading space required by this section shall be a minimum of 1 O feet wide, 30 
feet long, and have an unobstructed vertical clearance of 14 feet six inches, and shall 
be surfaced, improved and maintained as required by the Engineering Develppment 
Guide. Loading spaces shall be located so that trucks shall not obstruct pedestrian or 
vehicle traffic movement or project into any public right-of-way. All loading space areas 
shall be separated from required parking areas and shall be designated as truck loading 
spaces. 

N. Any loading space located within 100 feet of areas zoned for residential use shall 
be screened and operated as necessary to reduce noise and visual impacts~ Noise 
mitigation measures may include architectural or structural barriers, berms, walls, or 
restrictions on the hours of operation. 

0. Multi-story self-seNice storage facilities shall provide two loading spaces, single 
story facilities one loading space, adjacent to each building entrance that provides 
common access to interior storage units. Each loading berth shall measure not less 
than 25 feet by 12 feet with an unobstructed vertical clearance of 14 feet inches, and 

. !1, 

. _..._ __ . ,,,,_ __ 



I • .. 

,.. 

\.ii , .. 
,r..l':.1 ; ~l-

,, • t ~ 

r . f . ~ I ).\ .'· ,\ l LJ r', J I : ...,~ ·--\ L-

<» I 

·r 

-.. 

Figure :Exception to 20.50.410(H)(1): Illustration of underground parking. 

I. Any parking stalls located in enclosed buildings must be totally within the enclosed 
building. 

J. Off·street parking and access for physically handicapped persons shall be provided 
in accordance with WAC 51-40-1100 Chapter 11 -Accessibility and subsequent 
addendum. ;;,, 

K. Every nonresidential building engaged in retail 1 wholesale. manufacturing or 
storage activities. excluding self·service storage facilities, shall provide loading spaces 
in accordance with the standards listed below in Table 20.50.41 OK. 

Table 20.50.41 OK 

GROSS,FLOOR AREA REQUIRED NUMBER OF 
LOADING SPACES 

10,000 to 16,000 square feet 1 

16,001 to 40,000 square feet 2 ·'' 

40,001 to 64,000 square feet 3 

64.001 to 96,000 square feet 4 

96_,001 to 1281000 square feet 5 

128.001to160,000 square feet 6 

......... . .. 
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shall be surfaced, improved and maintained as required by the Engineering 
Development Guide. __ ,,, 

P. Any floor area additions or structural alterations to a building shall be required to 
provide loadlng spaee or speees as set forth In this section. 

Q. All parking lot lighting should be nonglare and shielded to minimize direct 
illumlnatlon of abutting properties and adjacent streets. (Ord. S60 § 4 (Exh. A), 2009; 
Ord. 469 § 1, 2007; Ord. 391§4, 2005; Ord. 352 § 1, 2004; Ord. 299§1, 2002; Ord. 
238 Ch. v § 6(8-3), 2000). - !Ii 
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20.50.500 Internal landscaping for parking area. 
Required parking area landscaping shall include landscap~ areas that are located in 
areas within or adjacent to parking areas. However, landscaping designed to meet 
perimeter landscaping requirements cannot also be used to meet parking lot 
landscaping,J.equirements. 

A. Multifamily developments with common parking areas shall pr9vide planting areas 
in parking lots at a rate of 20 square feet per parking stall. 

8. Commercial, office, industrial or institutional developments shall prq~ide 
landscaping at a rate of: 

1. Twenty square feet per parking stall when 1 Oto 30 parking stalls are provided 
or; 

2. Twenty-five square feet per parking stall when 31 or more parking stalls are 
provided. 

C. Trees shall be provided and distributed throughout the parking area at a rate of one 
tree for every) 0 parking stalls. 

:c;t 

D. Permanent curbs or structural barriers shall be provided to protect shrub and trees 
from vehicle bumpers. Landscaping under vehicle overhang shall not be included in 
required landscape area calculations. 

E. Parking area landscaping shall require: 

1. At least 60 square feet with a lineal dimension of no less than four feet; 

2. Shrubs planted frnm five-gallon containers or at 24 inches in height and 
spaced no more than four feet apart on center; 

J, Ground covers planted from minimally four-inch pots and spaced no more 
than 18 inches apart; and 

4. Tre·es planted at least 1.5 inches caliper in size. 

5. Gaps in curbs are allowed for stormwater runoff. 

6, Natu.r.al ,drainage landscape_s (such as rain gardens.., bjo-filtcation swales aod 
bJoretentlon planters) when designed in compliance with the stormwater design 
manual. 
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20.60.040 Adequate water supply. 
All development proposals shall be served by an adequate public water supply system 
as follows: 

A. For the issuance of a building permit, preliminary plat' approval or other land use 
approval, the applicant can demonstrate that: 

~{;~ ; . 
1. The existing water supply system available to serve the site complies with 
the requirements of adopted rules and regulations of the applicable government, 
agency, or district; and 

2. The existing water supply system a•iailable to serve the site oo~ 
aA)'-tiffi~tati0R-er-ooFIGiiioA-impeseG-By-t-Ae-G#y-awr-e-veG-oomf*eAens ive plan of 
the v1ater purveyoF; a.00 

,g. The proposed improvements to an existing water system or a proposed new 
water supply system have been reviewetj by the Department and determined to 
comply with th~ design standards and conditions specified above. 

B. Prior to issuance of a certificate of occupancy for a building or change of use 
permit, the approved water system and any system improvements are installed to serve 
each bullding or lot respectively; 

C. For recording a final plat, final short plat or binding site plan, either the approved 
water supply system or system improvements shall be installed or bonded to serve e"ach 
lot, within two years of recording; and 

D. For a zone reclassification the timing of instal_lation of required water system 
improvements is included in the approving ordinance. (Ord. 238 Ch. VI§ 2(8), 2000). 
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