
























































ORIGINAL 
1. Development in abutting NB, CB, MB, TC-1, 2 and 3, the MUR-45', and MUR-70' zones and 
the MUR-35' zone when located on an arterial street shall meet the following standards: 

a. Buildings and parking structures shall be placed at the property line or abutting 
public sidewalks if on private property. However, buildings may be set back farther if 
public places, landscaping and vehicle display areas are included or future right-of-way 
widening or a utility easement is required between the sidewalk and the building; 

F. Public Places. 

1. Public places are required for the commercial portions of development at a rate of four 
square feet of public place per 20 square feet of net commercial floor area up to a public place 
maximum of 5,000 square feet. This requirement may be divided into smaller public places with 
a minimum 400 square feet each. 

2. Public places may be covered but not enclosed unless by subsection (F)(3) of this section. 

3. Buildings shall border at least one side of the public place. 

4. Eighty percent of the area shall provide surfaces for people to stand or sit. 

5. No lineal dimension is less than six feet. 
6. The following design elements are also required for public places: 

a. Physically accessible and visible from the public sidewalks, walkways, or through­
connections; 
b. Pedestrian access to abutting buildings; 
c. Pedestrian-scaled lighting (subsection Hof this section); 
d. Seating and landscaping with solar access at least a portion of the day; and 
e. Not located adjacent to dumpsters or loading areas; 
f. Amenities such as public art, planters, fountains, interactive public amenities, 
hanging baskets, irrigation, decorative light fixtures, decorative paving and walkway 
treatments, and other items that provide a pleasant pedestrian experience along arterial 
streets. 

20.50.390 Minimum off-street parking requirements - Standards. 

A. Off-street parking areas shall contain at a minimum the number of parking spaces 

stipulated in Tables 20.50.390A through 20.50.3900. 

Table 20.50.390C - General Nonresidential Parking Standards 

NONRESIDENTIAL USE MINIMUM SPACES REQUIRED 

General services uses: 1 per 300 square feet 
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Table 20.50.390C - General Nonresidential Parking Standards 

NONRESIDENTIAL USE MINIMUM SPACES REQUIRED 

Government/business services uses: 1 per 500 square feet 

Manufacturing uses: .9 per 1,000 square feet 

Recreation/culture uses: 1 per 300 square feet 

Regional uses: (Director) 

Retail trade uses: 1 per 400 square feet 

Note: Square footage in this subchapter refers to net usable area and excludes walls, corridors, 

lobbies, bathrooms, etc. 

Table 20.50.390D - Special Nonresidential Standards 

NONRESIDENTIAL USE 

Bowling center: 

Houses of worship 

Conference center: 

Construction and trade: 

Courts: 

Daycare I: 

Daycare II: 

Elementary schools: 

Fire facility: 

MINIMUM SPACES REQUIRED 

2 per lane 

1 per 5 fixed seats, plus 1 per 50 square feet of gross floor area 

without fixed seats used for assembly purposes 

1 per 3 fixed seats, plus 1 per 50 square feet used for assembly 

purposes without fixed seats, or 1 per bedroom, whichever results 

in the greater number of spaces 

1 per 300 square feet of office, plus 1 per 3,000 square feet of 

storage area 

3 per courtroom, plus 1 per 50 square feet of fixed-seat or 

assembly area 

2 per facility, above those required for the baseline of that 

residential area 

2 per facility, plus 1 for each 20 clients 

1. 5 per classroom 

(Director) 

Food stores less than 15,000 1 per 350 square feet 
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Table 20.50.3900 - Special Nonresidential Standards 

NONRESIDENTIAL USE 

square feet: 

Funeral home/crematory: 

Fuel service stations with 

grocery, no service bays: 

MINIMUM SPACES REQUIRED 

1 per 50 square feet of chapel area 

1 per facility, plus 1 per 300 square feet of store 

Fuel service stations without 3 per facility, plus 1 per service bay 

grocery: 

Golf course: 

Golf driving range: 

Heavy equipment repair: 

High schools with stadium: 

3 per hole, plus 1 per 300 square feet of clubhouse facilities 

1 per tee 

1 per 300 square feet of office, plus 0.9 per 1,000 square feet of 

indoor repair area 

Greater of 1 per classroom plus 1 per 10 students, or 1 per 3 fixed 

seats in stadium 

High schools without stadium: 1 per classroom, plus 1 per 10 students 

Home occupation: 

Hospital: 

Middle/junior high schools: 

Nursing and personal care 

facilities: 

In addition to required parking for the dwelling unit, 1 for any 

nonresident employed by the home occupation and 1 for patrons 

when services are rendered on site. 

1 per bed 

1 per classroom, plus 1 per 50 students 

1 per 4 beds 

Outdoor advertising services: 1 per 300 square feet of office, plus 0.9 per 1,000 square feet of 

storage area 

Outpatient and veterinary 

clinic offices: 

Park/playfield: 

Police facility: 

1 per 300 square feet of office, labs, and examination rooms 

(Director) 

(Director) 
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Table 20.50.3900 - Special Nonresidential Standards 

NONRESIDENTIAL USE 

Public agency archives: 

Public agency yard: 

Restaurants: 

Retail and mixed trade: 

Self-service storage: 

Specialized instruction 

schools: 

Theater: 

Vocational schools: 

Warehousing and storage: 

Wholesale trade uses: 

Winery/brewery: 

MINIMUM SPACES REQUIRED 

0.9 per 1,000 square feet of storage area, plus 1 per 50 square 

feet of waiting/reviewing area 

1 per 300 square feet of offices, plus 0.9 per 1,000 square feet of 

indoor storage or repair area 

1 per 75 square feet in dining or lounge area 

1 per 400 square feet 

1 per 3,500 square feet of storage area, plus 2 for any resident 

director's unit 

1 per classroom, plus 1 per 2 students 

1 per 3 fixed seats 

1 per classroom, plus 1 per 5 students 

1 per 300 square feet of office, plus 0.5 per 1,000 square feet of 

storage area 

0.9 per 1,000 square feet 

0.9 per 1,000 square feet, plus 1 per 50 square feet of tasting 

area 

20.50.400 Reductions to minimum parking requirements. 

A. Reductions of up to 25 percent may be approved by the Director using a combination of the 
following criteria: 

1. On-street parking along the parcel's street frontage. 

2. Shared parking agreement with nearby parcels within reasonable proximity where aRd land 
uses tRat-do not have conflicting parking demands. The number of onsite parking stalls 
requested to be reduced must match the number provided in the agreement. A record on title 
with King County is required. 
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3. Parking management plan according to criteria established by the Director. ~ occupancy 
vehicle (HOV) and hybrid or electric vehicle (EV) parking. 

4. A City approved Residential Parking Zone (RPZ) for the surrounding neighborhood within Xi 
mile radius of the subject development. The RPZ must be paid by the developer on an annual 
basis. 
Conduit for future electric vehicle charging spaces, per National Electrical Code, equivalent to 
the number of required disabled parking spaces. 

5. A b.Migh-capacity transit service stop available within Xi mile of the development property 
line with complete city approved curbs. sidewalks. and street crossings a one half mile walk 
sReG. 

6. A pedestrian public access easement that is eight feet wide, safely lit and connects through 
a parcel between minimally two different rights-of-way. This easement may include other 
pedestrian facilities such as walkways and plazas. 

7. City approved traffic calming or traffic diverting facilities to protect the surrounding single 
family neighborhoods within Xi mile of the development. Concurrence \Vith King County Right 
Size Parking data, census tract data, and other parking demand study results. 

8. The applicant uses permeable pavement on at least 20 percent of the area of the parking 
!el 
B. In the event that the Director approves reductions in the parking requirement, the basis for 
the determination shall be articulated in writing. 

C. The Director may impose performance standards and conditions of approval on a project 
including a financial guarantee. 

D. Reductions of up to 50 percent may be approved by Director for the portion of housing 
providing low-income housing units that are 60 percent of AMI or less as defined by the U.S. 
Department of Housing and Urban Development. 

E. A parking reduction of 25 percent may wUl be approved by the Director for multifamily 
development within one-quarter mile of the light rail station. These parking reductions may not 
be combined with parking reductions identified in subsections A and D of this section. 

F. Parking reductions for affordable housing may not be combined with parking reductions 
identified in subsection A of this section. (Ord. 706 § 1 (Exh. A), 2015; Ord. 669 § 1 (Exh. A), 
2013; Ord. 654 § 1 (Exh. 1 ), 2013; Ord. 238 Ch. V § 6(8-2), 2000). 

20.50.410 Parking design standards. 

A. All vehicle parking and storage for single-family detached dwellings and duplexes must be 
in a garage, carport or on an approved impervious surface or pervious concrete or pavers. Any 
surface used for vehicle parking or storage must have direct and unobstructed driveway access. 

B. All vehicle parking and storage for multifamily and commercial uses must be on a paved 
surface, pervious concrete or pavers. All vehicle parking shall be located on the same parcel or 
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same development area that parking is required to serve. Parking for residential units shall be 
assigned a specific stall until a parking management plan is submitted and approved by the 
Director. 

C. Parking for residential units must be included in the rental or sale price of the unit. Parking 
spaces cannot be rented, leased, sold, or otherwise be separate from the rental or sales price of 
a residential unit. 

D. On property occupied by a single-family detached residence or duplex, the total number of 
vehicles wholly or partially parked or stored outside of a building or carport shall not exceed six, 
excluding a maximum combination of any two boats, recreational vehicles, or trailers. This 
section shall not be interpreted to allow the storage of junk vehicles as covered in SMC 
20.30.750. 

E. Off-street parking areas shall not be located more than 500 feet from the building they are 
required to serve. Where the off-street parking areas do not abut the buildings they serve, the 
required maximum distance shall be measured from the nearest building entrance that the 
parking area serves: 

1. For all single detached dwellings, the parking spaces shall be located on the same lot they 
are required to serve; 

2. For all other residential dwellings, at least a portion of parking areas shall be located within 
100 feet from the building(s) they are required to serve; 

3. For all nonresidential uses permitted in residential zones, the parking spaces shall be 
located on the same lot they are required to serve and at least a portion of parking areas shall 
be located within 150 feet from the nearest building entrance they are required to serve; and 

4. No more than 50 percent of the required minimum number of parking stalls may be 
compact spaces. 

Exception 20.50.410(E)(1 ): In commercial zones, the Director may allow required parking to be 
supplied in a shared parking facility that is located more than 500 feet from the building it is 
designed to serve if adequate pedestrian access is provided and the applicant submits evidence 
of a long-term, shared parking agreement. 

F. The minimum parking space and aisle dimensions for the most common parking angles are 
shown in Table 20.50.410F below. For parking angles other than those shown in the table, the 
minimum parking space and aisle dimensions shall be determined by the Director. For these 
Director's determinations for parking angles not shown in Table 20.50.41 OF Regardless of the 
parking angle, one way aisles shall be at least 10 f-eet 1Nide, and two way aisles shall be at least 
20 feet \Vide. Parking plans for angle parking shall use space widths no less than eight feet, six 
inches for a standard parking space design and eight feet for a compact car parking space 
design. 

Tabl 20 50 410F e - M" . 1rnmum P k" S II d A I D" ar rng ta an rse 1mens1ons 
A B c D E F 
Parking Stall Curb Stall Aisle Width (feet) Unit Depth (feet) 
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A B c D E F 

Angle Width Length Depth 1-Way 2-Way 1-Way 2-Way 
(feet) (feet) (feet) 

8.0* 20.0* 8.0 12.0 20.0 ** ** 

0 
Min. 8.5 22.5 8.5 12.0 20.0 29.0 37.0 
Desired 22.5 9.0 12.0 20.0 30.0 38.0 
9.0 

8.0* 16.0* 15.0 10.0 20.0 ** ** 

30 
Min. 8.5 17.0 16.5 10.0 20.0 42.0 53.0 
Desired 18.0 17.0 10.0 20.0 44.0 54.0 
9.0 

8.0* 11.5* 17.0* 12.0 20.0 ** ** 

45 
Min. 8.5 12.0 12.0 20.0 50.0 58.0 
Desired 12.5 12.0 20.0 51.0 59.0 
9.0 

8.0* 9.6* 18.0 18.0 20.0 ** ** 

60 
Min. 8.5 10.0 20.0 18.0 20.0 58.0 60.0 
Desired 10.5 21.0 18.0 20.0 60.0 62.0 
9.0 

8.0* 8.0* 16.0* 23.0 23.0 ** ** 

90 
Min. 8.5 8.5 20.0 23.0 23.0 63.0 63.0 
Desired 9.0 20.0 23.0 23.0 63.0 63.0 
9.0 

Notes: 
* For compact stalls only. No more than 50 percent of the required minimum number of 
parking stalls may be compact spaces. 
** Variable, with compact and standard combinations 

SMC 20.50.430 Nonmotorized access and circulation 

20.50.430 Nonmotorized access and circulation Pedestrian access and circulation 
Standards. 
A. Commercial or residential structures with entries not fronting on the side•.valk should have a 
clear and obvious pedestrian path from the street front side•.valk to the building entry. 
B. Pedestrian paths should be separate from vehicular traffic •.vhere possible, or paved, raised 
and well marked to clearly distinguish it as a pedestrian priority zone. 
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C. Tho pedestrian path from the street front sidewalk k> tho building ontP' shall be at least 44 
. h · ' inc es wide for commercial and multifamilv residential structures. and at least 36 inches f.or . . 
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single family and duplex developments. ~ < ...... -
Figure 20.50.430(C): Landscaped v.mlkways connect the public sidewalk •.vith the entrance to a 
building set back from the street. 
D. Provide pedestrian pathways through parking lots and connecting adjacent commercial and 
residential developments commonly used by business patrons and neighbors. 
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Figure 20.50.430(0): In this commercial site, landscaped walkways provide pedestrian 
connections. These walkways provide a safe, accessible pedestrian route from the street to the 
building entry and to neighboring properties. 

(Ord. 581 § 1 (Exh. 1 ), 201 O; Ord. 238 Ch. V § 6(C 1 ), 2000). 

34 



ORIGINAL 
20.50.480 Street trees and landscaping within the right-of-way - Standards. 

C. Street trees and landscaping must meet the standards for the specific street classification 
abutting the property as depicted in the Engineering Development Manual ~ including but 
not limited to size, spacing, and site distance. All street trees must be selected from the City­
approved street tree list. 

20.60.140 Adequate streets. 

The purpose of this chapter is to set forth specific standards providing for the City's compliance 
with the concurrency requirements of the State Growth Management Act (GMA), Chapter 
36.?0A RCW. The GMA requires that adequate transportation capacity is provided concurrently 
with development to handle the increased traffic projected to result from growth and 
development in the City. The purpose of this chapter is to ensure that the City's transportation 
system shall be adequate to serve the future development at the time the development is 
available for occupancy without decreasing current service levels below established minimum 
standards. 

A. Level of Service. The level ·of service standard that the City has selected as the basis for 
measuring concurrency is as follows: 

1. LOS D at signalized intersections on arterial streets and at unsignalized intersecting 
arterials; Gfand 
2. A volume to capacity (V/C) ratio of 0.90 or lower for principal and minor arterials. 

The V/C ratio on one leg of an intersection may exceed 0.90 when the intersection operates at 
LOS D or better. 

These level of service standards apply throughout the City unless an alternative level of service 
for a particular street or streets has been adopted in the Comprehensive Plan Transportation 
Element. 

20.60.140 Adequate streets. 

The purpose of this chapter is to set forth specific standards providing for the City's compliance 
with the concurrency requirements of the State Growth Management Act (GMA), Chapter 
36. 70A RCW. The GMA requires that adequate transportation capacity is provided concurrently 
with development to handle the increased traffic projected to result from growth and 
development in the City. The purpose of this chapter is to ensure that the City's transportation 
system shall be adequate to serve the future development at the time the development is 
available for occupancy without decreasing current service levels below established minimum 
standards. 

A. Level of Service. The level of service standard that the City has selected as the basis for 
measuring concurrency is as follows: 
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1. LOS D at signalized intersections on arterial streets and at unsignalized intersecting 
arterials; or 
2. A volume to capacity (V/C) ratio of 0.90 or lower for principal and minor arterials. 

The V/C ratio on one leg of an intersection may exceed 0.90 when the intersection operates at 
LOS D or better. 
These level of service standards apply throughout the City unless an alternative level of service 
for a particular street or streets has been adopted in the Comprehensive Plan Transportation 
Element. 

3. Pedestrian and Bicycle LOS within the Station Subareas shall be LOS D or better. 

Pedestrian Level of Service <LOS) shall be evaluated for each direction along all arterial streets 
within a quarter mile rad ius of the light rai l station. Pedestrian LOS for sidewalks shall be 
evaluated using Steps 6 & 7 from the Highway Capacity Manual (HCM) 2010. Chapter 17. In the 
absence of sidewalks, Pedestrian LOS shall be determined using Exhibit 17-4 from the HCM. 
Each link within the quarter mile radius shall be evaluated. For questions regarding link 
boundaries. contact the City Traffic Engineer. 

20. 70.320 Frontage improvements. 

C. Frontage improvements are required : 

1. When building construction valuation for a permit exceeds 50 percent of the current County 
assessed or an appraised valuation of all existing structure(s) on the parcel (except for 
detached single family homes). This shall include all structures on other parcels if the building 
under permit review extends into other parcels; or 
2. When aggregate building construction valuations for issued permits, within any five-year 
period after March 30, 2013, exceed 50 percent of the County assessed or an appraised value 
of the existing structure(s) at the time of the first issued permit. 

3. For subdivisions; 

4. For development consisting of more than one dwelling unit on a single parcel (Accessory 
Dwelling Units are exempt) or 

5. One detached single family dwelling in the MUR zones. 

20.80.060 Permanent field marking 

A. All critical areas tracts, easements or dedications shall be clearly marked on the site using 
permanent markings, placed every 300 feet, which include the following text: 
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This area has been identified as a <<INSERT TYPE OF CRITICAL AREA>> by the City of 

Shoreline. Activities, including clearing and grading, removal of vegetation, pruning, cutting of 
trees or shrubs, planting of nonnative species, and other alterations may be prohibited. Please 
contact the City of Shoreline Department of Planning & Community Development (206) 801-
2500 546 1811 for further information. 

20.100.020 Aurora Square Community Renewal Area. 

Sections: 
20.100.010 First Northeast Shoreline Recycling and Transfer Station Special District. 
20.100.020 Aurora Square Community Renewal Area (CRA) 

20.100.010 First Northeast Shoreline Recycling and Transfer Station Special District. 
A. This chapter establishes the long-range development plans for the Shoreline Recycling and 
Transfer Station formerly referred to as the First Northeast Transfer Station Special District. 
B. The development standards that apply to this special district were adopted by Ordinance 
No. 338 on September 9, 2003. A copy of the standards is filed in the City Clerk's office under 
Receiving Number 2346. 

20.100.020 Aurora Square Community Renewal Area 
A. This chapter establishes the development regulations specific to the CRA. 

1. Transition Standards - Maximum building height of 35 feet within the first 10 feet 
horizontally from the front yard setback line. No additional upper-story setback required . 
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